TRIPLE REAR DISCHARGE SEED & SUPER UNIT

POSITIVELY NO CONTAMINATION

WATER PROOF LIDS

IDEAL FOR AIR SEEDERS

Individual operation of each waterproof lid. Augers can be run simultaneously or individually.
Powered by a 13 H/P Briggs and Stratton Motor, or if desired other motors are available. All
augers lined with PVC to prevent super build up. Each bin fitted with large sliding trapdoor at
bottom for quick unloading and cleaning. Simple belt drive, no cross auger or gears to cause
problems. Painted inside to reduce corrosion.

SPECIFICATIONS

Chassis width 2.000 Chassis length 8.000
Overall height 2.200 Fill Height 1.930
Bin Width 2.400 Lid opening, Bins 1 & 2 1.950
Seed capacity 5.6 Sq Metres Lid opening Bin 3 1.650
Fertilizer capacity 5.6 Sq Meters Urea Capacity 4.7 Sq meters

PRICE (MANUAL).....ccoiitiiitiiitc it eeecee e eeneeeaa $

PRICE (ELECTRIC START)..c.iiiiiiiiieicrciec e recee e e e $

MANUFACTURED AND DISTRIBUTED BY

VENNINGS

40 MOONTA ROAD, KADINA S.A. 5554
PHONE: (08) 8821 1196 FAX: (08) 8821 2774

The manufacturer reserves the right to change specifications without notice or incurring obligation. Information contained herein is from data available
at time of printing. Photo for illustration purposes only. All quoted capacities are nominal.



